JUNCTION BOX

1/2°6 FLEX «
CoNDUIT
SWAGELOK SS—M3PTF8—FL
MANIFOLD
DIFFERENTIAL
T PRESSURE TRANSMITTER
FOXBORO
IDP10-D22B21F—M2L181
el
O
SWAGELOK 4
SS—63TF8 L 10
BALL VALVE
BLOWDOWN [ RALSTON QUICK
TEST FITTING
SWAGELOK & REQD)
TUBE /PIPE
(COMPRESSION SWAGELOK SS—4PDM4—F4
FITTING) 1/4" M/F NEEDLE

VALVE (OR EQUAL)
INSTALLED IN BOTH
HIGH & LOW SIDE
PLUGGED PORTS

48"

/2”(6 PIPE STAND

/2” FLOOR FLANGE
FIRST FLOOR

\vp##

2"¢ PVC SLEEVE

\ CROUT LOWER LEVEL
CORE DRILL 3°% .
CoRE R (2;/3EQSD‘SAINLESS STEEL TUBING
PVC SLEEVE TO PROCESS
CONNECTION
FLOW TRANSMITTER UNTIN REV. 2004
CITY OF COLUMBUS, OHIO
DEPARTMENT OF PUBLIC UTILITIES STANDARD DETAIL 7\
DIVISION OF WATER BOOSTER STATION -
APPROVED L—8703N
Z2C %W /-2/-05 MOUNTING DETAILS v
ADMINISTRATOR  / DATE




